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PPAP Requirements 

Introduction: 

This document will give suppliers an understanding of the Global Service Parts, (MBUSI GSP) PPAP 

Submission process, in order to successfully meet initial part approval.  Service Parts SQE adhere to the 

requirements of the VDA 2 QUALITY ASSURANCE FOR SUPPLIERS – Production Process and Product 

Approval Standard.  Because this VDA Standard is an automotive industry standard practice, it is 

mandatory that all Service Parts Suppliers adhere to this standard also. 

 

Contact Information: 

For any quality-related questions, please refer to the Quality Manager in the MBUSI Contacts tab within 

the Service Parts Supplier Portal.  

Content: 

Suppliers are required to follow the PPAP requirements listed in the VDA 2 – Quality Assurance for 

Supplies – PPA (it is the suppliers responsibility to have the necessary VDA documents available). 

1. All service parts that are current series parts can default to PPAP submissions to the PIA.  Please 

reference the applicable PIA Information/PE # when required. 

2. All service parts that are service unique can be of the PIA submission UNTIL a change (i.e. 

location change, process change, etc.) occurs.  

3. When a change (any event which requires a new PPAP) occurs the supplier and the Service Part 

SQE will agree upon the level of PPAP submission required (refer to step 3 in the VDA PPAP 

Cover Sheet Instructions link). 

4. Reference the below attachment for details regarding the proper method for filling out the VDA 

Cover Sheet.   

NOTE:  This document is a requirement for ALL submission regardless of the agreed upon Level 

as mentioned in step 3.  This document is reference, if the supplier has other preferences for a 

compatible form, the Service Parts SQE must agree with the proposed form. 

5. The VDA 2 Standard is the default reference document for all questions related to Service Part 

PPAP processes. 

 

Service Parts QC follows the requirements and recommendations of VDA 2 for the PPAP submission and 

part approval process. Below our instructions for the submission of the cover sheet and a link to 

download it can be found.  
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VDA2 PPAP Submission Requirements 

    

1) Sender: 

Enter Company Name and Address of supplier submitting this PPAP.  

 

2) Identify the reason for the PPAP submission:  

Use the first option First Sample Test Report VDA for all first time submissions, otherwise, use 

the applicable agreed upon selection.  

 

3)  

4) Highlight the applicable fields when any additional information is required for the PPAP 

submission.  

Examples: 

a. Highlight 1.1 Geometry Dimensional Check for any dimensional data required and being 

submitted with this submission. 

b. b) Highlight 1.7 Appearances for any visual requirements required and being submitted 

with this submission. 
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5) Supplier Details:  

A signature from the responsible mgmt. representative of the supplier is required. 

Step 4 is very important step and must be filled in accurately and as complete as possible – any 

questions should be directed to your MBUSI Service Part SQE ASAP. 

 

6) Customer Decision:  

This will be filled out by the MBUSI Service Part SQE.  

 

Please find the link to the VDA PPAP Cover Sheet in the Supplier Guide Quality folder, titled SG 4.1 

    


